MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION
11805 SW 26 Strect, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.goviecononiy
CertainTeed Corporation (MI)

803 Belden Road

Jackson, M1 49203

Scorr:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The
documentation submitted has been reviewed and accepted by Miami-Dade County RER-Product Control Section to be
used in Miami Dade County and other arcas where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section (In
Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this product or
material tested for quality assurance purposes. If this product or material fails to perform in the accepted manner, the
manufacturer will incur the expense of such testing and the AHJ may immediately revoke, modify, or suspend the use of
such product or material within their jurisdiction. RER reserves the right fo revoke this acceptance, if it is determined
by Miami-Dade County Product Control Section that this product or material fails to meet the requirements of the
applicable building code,

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone,

DESCRIPTION: WeatherBoards Fiber Cement Siding and Soffit

APPROVAL DOCUMENT: Drawing No. 10SBC00164B0000-C through 10SBC00164B0007-C, titled:
Fiber Cement Panel/Plank, Fiber Cement Random Square Shapes and Fiber Cement Soffit Installation Details
Steel/Wood Stud Construction”, sheets 1 through 8, prepared by CertainTeed Corporation, dated 01/24/2002,
with the last revision D dated 04/01/2008, signed and sealed by JTose D. Mitrani, P.E., bearing the Miami-
Dade County Product Control renewal stamp with the Notice of Acceptance number and expiration date by
the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: A permanent label with the manufacturer’s name or logo, North Wilkesboro, NC, model/series
and the following statements: “ASTM C 1186 Type A compliant” and “Miami-Dade County Product Control
Approved” is to be located on each siding unit and per FBC 1715.9.2 and 1715.9.3 on soffit units.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shail be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA renews NOA # 11-1014.08 and consists of this page 1 and evidence page E-1, as well as approval
document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No, 13-0212,02

Expirvation Date: April 24, 2018
Approval Date: March 4,2013
Page 1
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CertainTeed Corporation

NOTICE OF ACCEPTANCE:

EVIDENCE SUBMITTED

DRAWINGS “Submitted under NOA # 08-0213.05*

1. Drawing No. 10SBC00164B0000-C through 10SBC00164B0007-C, titled: Fiber Cement
Panel/Plank, Fiber Cement Random Square Shapes and Fiber Cement Soffit Installation
Details Steel/Wood Stud Construction”, sheets 1 through 8, prepared by CertainTeed
Corporation, dated 01/24/2002, with the last revision D dated 04/01/2008, signed and sealed

by Jose D. Mitrani, P.E.

TESTS “Submitted under NOA # 02-0503.01”

Report
AT-01-42883.01

RT-11168-98

HETIO01-1058
HETI01-1021
HETI01-1000
HETIO0L1-1036
HETI 01-1072
HETI01-1035
HETI 01-1023
0. HETI 01-1060
1 HETI 01-1000

= e S

Test

ASTM C1185
ASTM C1185

TAS 202
TAS 202
TAS 202
TAS 203
TAS 202
TAS 202
TAS 202
TAS 202
TAS 202

Date

03/11/03
02/27/02
08/28/01
06/06/01
06/01/01
06/22/01
09/06/01
06/22/01
06/01/01
08/28/01
06/01/01

CALCULATIONS “Submitted under NOA # 08-0213.05”
1. Anchor verification calculations and structural analysis, complying with FBC-2007,
dated 04/11/2008, prepared, signed and sealed by Jose D. Mitrani, P.E.

Signature
A. N. Reeves, P.E.

B. 1 Ogawa, P.E.

H. M. Medina, P.E.
H. M. Medina, P.E.
H. M. Medina, P.E
H. M. Medina, P.E.
H. M, Medina, P.E.
H. M, Medina, P.E.
H. M, Medina, P.E.
H. M. Medina, P.E.
H. M. Medina, P.E.

2, Fasteners calculations prepared by Jose D. Mitrani, sheets 1 through 19, signed and
scaled by Jose D. Mitrani, P.E. “Suabmitted under NOA # 02-0503.01”

QUALITY ASSURANCE

1. Miami-Dade Department of Regulatory and Economic Resources (RER)

MATERIAL CERTIFICATIONS

1. None.

STATEMENTS “Submitted under NOA # 11-1014.08”

1. Statement letter of code conformance to 2007 and 2010 FBC (including ASTM C1186, Type
A) issued by Jose D. Mitrani, P.E., dated 12/11/2011, signed and sealed by Jose D. Mitrani,

PE.

2, No financial interest letter issued by Jose D. Mitrani, P.E., dated 04/11/2008, 31gned and

sealed by Jose D. Mitrani, P.E. “Submitted under NOA # 08-0213.05”

23205

Carlos M. Utrera, P.E.

Produet Control Examiner
NOA No. 13-0212.02

Expiration Date: April 24,2018
Approval Date: March 4,2013



Product Description
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i | [o) l,) I | |1 } Steel Studs Engineer or Licensad Architect per the F.B.C. and the
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" ] L 4. ainT he fastened wit
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(Tvp.) N panel and intermediate vertical studs, driven through the plywood

5/8" CDX Grade Plywood
Sheathing Mechanically _X
Fastened To Studs with .

\
\

-— 2" Minimum from Corner

#8 x 1-1/4" Rogk-on.SDS
Fasteners{(By Others)
Weatherproofing

Fiber Cement Panel
General Notes

ITW Buildex Hi-Lo Rock-
sjon resistan ibbs 2 SCIrews

3-56/8" x 1-3/8" x 0.031"
20 Gage Steel Studs

1. Wall recsiving Fiber Cement Panels shall be checked for structural adequacy (By Others)
2. Walls shall be weather proofed with the equivalent of 15 pound felt as described in section

2121.6.2 of the F.B.C.

Per2121.6.2 N J

Of F.B.C. S~ n #9 x 1-5/8" x 0.395" HD
. COITo g g™~

CertainTeed DETAIL A spaced 6" 0.c. around the perimeter of the

panel and intermediate vertical studs

743
me% 5.
W%‘ sheathing into the studs. All joints shall be over studs and screws
Division

shali have a minimum edge distance of 3/4” and minimum

clearance of 2" from the corners.
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CertainleedH

©2002 CERTAINTEED CORPORATION

Sifng Products Group
Technology Caner
803 Belden Road
Jachson, Michiyan 49203

Tie: FIBER CEMENT PANEL INSTALLATION DETAILS

STEEL STUD CONSTRUCTION
RE 01724102 DA B SHAW
SHEET: .] OF: 8 DIRAWING NUMBER:
SENONE 10SBC00164B0000-C




= 120" :
» : 96" SEE DETAIL A Product Doscription
B ' _ CertainTeed panel material is a non-ashestos Fiber
- Note: Plywood Fasteners not shown for clarity \ 8e1nl}ggt :;gdmug; t?ns;ztﬁ emr:ggﬁéd!sggg V;;}?hQSTM
[T T T T T T T T T T T T T T e e e e T Florida Building Code
I i J PRODAKCT REVISED
' N BRI % Panel Dimensions
: i ~ | “"” 5/8" CDX Grade Widtp L?nglh ‘ Tthkne"SS
L j d Plywood Sheathing 48 8,910 518
[T S s e bowiottian ZZ::::ZZZZZ::___::IZZ“:Z:Z::Z::_| Mechanically Fastened . . .
I To Studs Design ‘Prggsure,Ratmg.
l | Installation on; Desian Pressure:
i i \ Wood Studs C76 P s?
48" | 1 D) Studs @ 16" o.c l \ Impact Resistant - Panelsnstalied over 5/8” plywood sheathing
iL_ [ —Weatherproofing  Installation Notes
- Per 2121.6.2 1. All instaliation shall be done in conformance with
Of F.B.C. this Notice of Acceptance, the manufacturer's installation
\_ recommendations and the requirements of the
2 x 6 Wood Studs Florida Building Code.
2. Wood studs on to which CertainTeed Fiber Cement Panels will be
installed shall be designed by a Registered Professional
[~ CertainTeed Fiber  Engineer or Licensed Architect per the F.B.C. and the
1 Cement Panel requir|ements of this N.O.A. | [
, ) 3/4" Minimum 3. Panels are to be installed vertically, avoiding horizonta
B e Vertical Dirsction Ed D.n ¢ — SECTION B-B joints, over 5/8" CDX grade APA rated plywood supported by
, _ o ge Distance 2 x 6 wood studs with a specific gravity of 0.55 oF more spaced
6d x 2' Eolpg galvanized common wire nails Nails @ 6" 0.c. (Typ.) —=1 =~ a maximum of 16" o.c.
spaced 6" 0.c. around the perimeter of the 4. CertainTeed Fiber Cement Panels shall be fastened with 6d x 2°

long galvanized common wire nails.
5. Fasteners shall be placed 6" o.c. around the perimeter of the
panel and intermediate vertical studs, driven through the plywood

panel and intermediate vertical studs (Typ.) — 2" Minimum Corner Distance —~ t=—

. ~
5/8" CDX Grade Plywood —— / \

_ i Dfade Prodic sheathing into the studs. All joints shall be over studs and nails

Sheathing Mechanically ] — \ e - shall have a minimum edge distance of 3/4" and minimum
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Fiber Cement Panel DETAIL A of the panel and intermediate . certa"ireed Ei s

i €2002 CERTAINYEED CORPORATION Jackson, Meiggan 49203
vertical studs i

Gen_eral Notes mite: FIBER CEMENT PANEL INSTALLATION DETAILS

1. Wall Eiber G WOQOD STUD CONSTRUCTION

- Wall receiving Fiber Cement Paneis shall be checked for structural adequacy (By Others) - :

2. Walls shall be weather praofed with the equivalent of 15 pound felt as described in section PTE01/24/02 OB, SHAW
2121.6.2 of the F.B.C. - SHeE. o OR g DRAWING HUMBER:

10SBC00164B0001-C

SCALE: NON E




1. Wall receiving Fiber Cement Planks shall be checked for structural adequacy (By Others)
2. Walls shall be weather proofed with the equivalent of 15 pound felt as described in section
2121.6.2 of the F.B.C.

Product Descrinfion
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120"

~+—- Studs @ 16" o.c. SEE D%I&LI:‘ é Cement product tested in accordance with ASTM
B == - as cormpiyian W ED & C-1185 and meeting the requirements of the
Note: Plywood Fasteners not shown for clarity Building Cods Fiorida Building Code. :Rmm
= P a2 7 02 1 Plovida
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| I b i1 Il I N ] | 5/8" CDX Grads _ ‘ Prochiet Control
| [ ] | I 1 Il N | | | l Piywood Sheathing Deslan Pressure Rating
f Il I 17 M TT Mechanically Fastened lnstallation: Desian Pressure:
! Il I
| P ! {1 I I | 1 P I To Studs Wood Studs PSF
[ || N HI 1l I I | 1. [ Impact Resistant - Plankg installed over 5/8" plywood sheathing
w - ] — N -] 1l — 11 R N
WhH T Ty T e o~ Y Y Y Installation Notes
| 1 P N || B I ] | \ ' 1. Allinstallation shall be daone in conformance with
i H I A N [} | ] J — Weatherproofing this Notice of Acceptance, the manufacturer's instailation
I [ Il T ] i1 [T P ! Per 2121.6.2 recommendations and the requirements of the
x | ] | ] X I i T OfF.B.C. Florida Building Code.
E || | | I | 1 I'i F] [ ] | S~ 2. Wood studs on to which CertainTeed Fiber Cement Planks will be
i I [ 1 lo] fo] 1] L ] | U] 2 x 6 Wood Studs  installed shall be designed by a Registered Professional
| | bl P I | | N [ ] Engineer or Licensed Architect per the F.B.C. and the
| f tl H I |l Il | | | Iy requirements of this N.O.A. :
A= L N N Ll ] ¢ LL L] ~— CertainTeed Fiber 3. Planks are to be installed horizontally commencing from the
o A : 1 2 ol H><) Gement Panel bottom course of a wall with 1-1/4” wide laps at the top of the
-+ 34" Minimum plank. The vertical joints must be over framing members.
B —— / Edge Distance SECTION B-B Optional PVC butt joint inserts are used for on-stud jointing.
8d x 2-1/2" long galvanized common wire nails . A 4. Planks are to be installed over 5/8" CDX grade APA rated
fastened In the overlapping area < or = 8" o.c. Nails @ 16" o.c. (Typ.) - - PRODULT REVISED plywood supported by 2 x 6 Wood studs with a specific gravity
vertically and 16" o.c. through the plywood 3/4" Minimum Corner Distance —s f=— e conplylog with the Floride of 0.55 or more spaced a maximum of 16" o.c.

sheathing into the studs (typ)

5/8" CDX Grade Plywood
Sheathing Mechanically
Fastened To Studs with

—

2 x 6 Wood Studs with a
/_ Specific Gravity of 0 .55 or More

#8 x 1-1/4" Rogk-on SDS
Fasteners {{By Others)

Weatherproofing
Per2121.6.2
Of F.B.C. ,
CertainTeed

X

‘&_ 8d x 2-1/2" long galvanized common wire nails |

DETAIL A fastened in the overlapping area < or = 8" o.c.

vertically and 16" ¢.c. through the plywood

Fiber Cement Plank

General Notes

sheathing Into the studs (typ)

1. Wall recsiving Fiber Cement Planks shall be checked for structural adequacy (By Others)
2. Walls shall be weather proofed with the equivalent of 15 pound felt as described in section

"~ 2121.6.2 of the F.B.C.,

Product Description

CertainTeed plank material is a non-ashestos fiber

. The fasteners shall be placed in the overlapping area < 8” o.c.

CertainTeed fiber cement planks shall be fastened through the
overlapping planks with 8d x 2-1/2” long galvanized common wire
nails.

vertically and 16" o.c. horizontally through the plywood sheathing
into the studs. Screws shall have a minimum edge distance of 3/4"

Jose' D, Miren} P.E,
10842 8.V, 120 Piacs
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Biding Produals Group

Technology Canter

CertainfeedE

2002 CERTAINTEED CORPORATION

rine: FIBER CEMENT PLANK INSTALLATION DETAILS
WOOD 8TUD CONSTRUCTION

803 BoMen Road
Jacison, hichigan £9203
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- 120"

)
Product Description
Studs @ 16" o.c SEE DETA”— A CertainTeed random square material is a non-asbestos Fiber
B <=—— h . — ~_PRODUCTRENEWED  Cement product tested in accordance with ASTM
Note: Plywood Fasteners not shown for clarity Flrida  C-1185 and meeting the requirements of the
TE ——— RS = ( s=t2.p- Flofida Building Code.
T | e 1| e e R £
r N ¥ i Il I i I ”mmensms
' J I I! 1 I I P AN | Mt D Prodas Gommot | WVIGIHT Lengath Thickness
| ¥ i i) | ] I I e " 516"
| I I Il | || i i
| ; ]l ; ; ; lI T ) I T f ' 5/8" CDX Grade Design Pressure Rating
| 1 - I R I i | Plywood Sheathing Installation on: ___ Dasign Pressure:
| R 1! {)! I M i I ! Mechanically Fastened  Steel Studs. -85 PSF
’ il i i I 1 I m ' To Studs Impact Resistant - Planks installed over 5/8” plywood sheathing
ag'l oy 1 ey AL I O I A I | A ST PN T I PN | (Y !
| ! ! ! i Il ERE T Installation Notes
| N il il i i | 1 ! — Weatherproofing 1. All installation shall be done in conformance with
| Il HI iol Iol fo J [ l Per2121.6.2 this Notice of Acceptance, the manufacturer's instaliation
l! : ‘ 1 If : : 3 | z ! : | | OfF.B.C. recommendations and the requirements of the
' ] Florida Building Code.
| ] i L] l lj! Il f | ™~——20 Gage 2. Metal studs on to which CertainTeed Fiber Cement Random
: : : l[ : : : Il ]l ] : | | | Stesl Studs Square Shapes will be installed shall be designed by a
’ ' ' ' | Registered Professional Engineer or Licensed Architect
} ! l Jl_ g _{ Jl_ 1 I J—_] | i | 83;2}2{ Fad Flber per the F.B.C. and the requirements of this N.O.A.
S S bttt i ol s M, S M | U N Sy o N1 SR L= — -1 _ Square Shapes 3. Random Square Shapes are to be installed horizontally
- —J commencing from the bottom course of a wall. The vertical
3/4" Minimum SECTION B-B . joints must be over framing members. Qverlap dimension is 9",
Edge Distance 4. Random Square Shapes are to be installed over 5/8" CDX grade
istan iPbEa BUGIS Scrans Screws @ 16 o.c. (Typ.) - APA rated piywood supported liy 20 gage x 3-5/8" x 1-3/8" steel
fastened in the overlapping area above the top PRODUET REVISED studs spaced a maximum of 16" o.c. | d

of the keyway and 16" o.c. horizontally through - 3/4" Minimum Gorner Distance T BTt O o . 5. CertainTeed Fiber Cement Random Shapas shall

0g. fasten
the plywood sheathing into the studs. Fastenwf N | B S22l (9 X 2-1/4" 0,396 FD I X b SeaS p(l)fpok:;g:itre; e:oosc o o

vertical spacing not to exceed 8" o.c.

By a 6. THe fasteners shalt G placed in the overlapping area above the
5/8" CDX Grade Plywood ) ' top of the keyway and 16” o.c. horizontaliy through the plywood
Sheathing Mechanicalty sheathing into the studs. Screws shall have a minimum edgs
Fastened 3’0 Studs with /— 3-5/8" x 1-3/8" x .031" distance of 3/4". Vertical spacing not to exceed 8" o.c.
Weatherprootirig \ _ Fio o J0% 10843 C |osizoi02| RA 1 BCCO 7/31/2002 REVIEW
Per 2121.6.2 ' b I Buildex Hi-L Rocl;—On #9 x 2-1/4" x 0,395" HD ' D |edi01/08] WS | Rev. 2007 EBC
OfF.B.C. — " COITosion résista eubugie 8
] A fastened in the overlapping above the top
CertainTeed Fiber Cement DETAIL A ofthe keyway and 16" o.¢. horizontally through Cer&ainTeed :.i S?ﬁ%“%ﬁ%”’
Random Square Shapes the plywood sheathing into the studs 2002 CERTAINTEED CORPORATION Jrckson, Mictigen 40200
General Notes nne: FIBER CEMENT RANDOM SQUARE SHAPES INSTALLATION
. . DETAILS: STEEL STUD GONSTRUCTION
1. Wall receiving Fiber Cement Random Square Shapes shall be checked for structural adequacy .
- {By Others) PNE - 01/24/02 ORNEYR SHAW
2. Walls shall be weather proofed with the equivalent of 15 pound felt as described in section SHEET: g OR @ |DRAWKG NUMBER:
2121.6.2 of the F.B.C. SRS NONE 10SBC00164B0004-C
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= 120"

-1
B Studs @ 18" 0.c. §EE DETA”— A Product Description
-y — CertainTeed random square material is a non-asbestos Fiber
Note: Plywood Fasteners not shown for clarity - ot D ¢ Cement product tested in accordance with ASTM
_T"-_HFTT"'“'"”'I"T"'”'""‘“T'i""‘—'—““TT"‘"“"‘—'—I“T'—"—H‘—'T't—""*"—“{r'——r ‘ ilding Code a2t 59 C-1185 and meeting the requirements of the
| i ) il i ] il N | e o g% 2, Florida Building Code. PRODUCT REVISHD
! | I : 8 couplying with the Plorida
| | i il | i { | | D Rimonsions Avcepimoo o {|- (014,08
| 1 I i | I i | | oL rongth . Thickness . riimi i3
i i I i th - i H ! 16 4 5/16 oy
| | ] Il il Hi 1| | I [ ~5/8" CDX Grade _ Mi ProdociConirol
I | i i 1] 1l ' || ! Plywood Sheathing Design Pressure Rating
f It it H i i i - —+ %”:gzﬁgisca“y Fastened  [ngstalla| : ign Pressure
ol 1 I} 4N i \ 1 Wood Studs
48 | ) i) () I (2 ; : ) } ; D Il { (] f ; (> : i S i Impact Resistant - Plankg installed over 56/8” plywood sheathing
l i i Hi - . - A
| i | il i | i i ; —— Weatherproofing Installation Notes
| L] i i 1o | i ] | Por21216.2 1. Allinstallation shall be done in conformance with
i i ] r r i i : : o this Notice of Acceptance, the manufacturer's installation
| ; (1 recommendations and the requirements of the
, , Wi 8 l il ¥ | | S-——2x6Wood Siuds  Florida Building Code. '
i i riy 1 i i Fl i 2. Wood studs on to which CertainTeed Fiber Cement Random
i 1l |1 I i) | I i ; - CertainTeed Fibor Square Shapes will be installed shall be designed by a
(L N 1 U U N VI O £ 1|V S| [N _‘: 1 o L Cement Random Registered Professional Engineer or Licensed Architect
° i p ° - S Square Shapes per the F.B.C. and the requirements of this N.O.A.
374" Minim J : 3. Random Square Shapes are to be installed horizontally
. B ] Edge Distarf;ne SECTION B-B - commencing from the bottom course of a wall. The vertical
8d x 2-1/2" long galvanized ‘ _ A joints must be over framing members. Overall dimension is 9”,
fastoned In tho o] ap;l)?in o g?gg’;gg\:“gﬁg?g; Nalls @ 16" o.c. (Typ.) —= - ‘ 4. Random Square Shapes are to be installed over 5/8” CDX. grade
of the keyway and 16" o.c. horizontally through 3/4" Minimum Corner Distance —s{f=— APA rated plywood supported by 2 x 6 wood studs with & specific
the plywood sheathing into the studs. Fastener - gravity of 0.85 or more spaced a maximum of 16” o.c. .
vertical spacing not to exceed 8" o.c « 5. Random Square Shapes shall be fastened through the overlapping
5/8" CDX Grade Plywood ' planks with 8d x 2-1/2" galvanized common wire nalls,
Sheathing Mechanicall - 6. The fasteners shall be placed in the overlapping area above the
Fastened To Studs witf): ; top of the keyway and 16" o.c. horizantally through the plywood
#8 x 1-1/4” Rock-on.SDS ! _ sheathing into the studs. Screws shall have a minimum edge
Fasteners (& y | g X Gi\fl_\fogd Siitudsf\gltgsa y distance of 3/4". Vertical spacing not to exceed 8" o.c.
Weatherproofing - Pl ravily of8.55 or More 10842 S . 428 Plase REVilon oate | e PESCRIPTION
Per 2121.6.2 / Flo Rog. e 10543 C |ooi20i02) RA | BCCO 7/31/2002 REVIEW
Of F.B.C. [~ 8d x 2-1/2" long galvanized common wire D Joaotos] NJs [Rev. 2007 FBC
CertainTeed Fiber Cement ~— nails fastened in the overlapping above

the top of the keyway and 18" o.c.

Random 8 Sh
quare Shapes DETAIL A horizontally through the plywood sheathing

General Notes

Sing Producis Group
Certainleed i

©2002 GERTAINTEED CORPORATION Jackson, Mich'gan 48203

e FIBER CEMENT RANDOM SQUARE SHAPES INSTALLATION

1. Wall receiving Fiber Cement Random Square Shapes shall be checked for structural adequacy DETAILS: WOOD STUD CONSTRUCTION

(By Qthers)

2. Walls shall be weather proofed with the equivalent of 15 pound felt as described in section PUE - 01/24/02 AR B, SHAW

SHEET: 6 OF; 8 DRAWING NUMBER:

2121.6.2 of the F.B.C.
SORE NONE 10SBC00164B0005-C




. : Product Description
- 120" SEE DETAIL A CertainTeed Soffit material is a non-asbestos fiber

Cement product tested in accordance with ASTM
C-1185 and meeting the requirements of the
Florida Building Code

/ (soﬁit}Dimens!ong E]Reonsph'ﬁ:&ﬂzmmaa
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Design Pressure Rating 5" Produc Oourol
installation in: Design Pressure;
Steel Studs -70 PSF

)

Installation Note
1. Allinstallaticn shall be done in conformance with

this Notice of Acceptance, the manufacturar's installation
recommendations and the requirements of the

48" H—

:

Florida Buitding Code.
\ 2. Metal studs on to which CertainTeed Fiber Cemant Soffit will be
20 Gage installed shall be designed by a Registered Professional
Steel Studs Engineer or Licensed Architect per the F.B.C. and the
requirements of this N.O.A.
i ™~}— CertainTeed Finer 3 Soffits are to be installed over 20 gage x 3-5/8" x 1-3/8"
S L1 Cement Soffit steel studs spaced a maximum of 16" o.c,
. 3/4" Minimum ' 4. CertainTeed Fiber Cement Soffit shall be fastened with ITW
B Edae DI — SECTION B-B Buildex S-12 #8 x 1-1/4" o.a15®°orrosion resistan(}ribbed
ge Distance bugle screws.
Screws @ 4" 0.c. (Typ)) —=1 = PRODUCT REVISED 5. Fasteners shall be placed 4” 0.¢. around the perimeter of the
yiag withihe Florlda panel and intermediate wall. All joints shall be over
studs, screws shall have a minimum edge distance of 3/4" and
minimum clearance of 2” from the corners.

mm-—m__—__.________‘u—.——nm_—l
._....___._,ﬁ..._.--——___-——.....___,_—._._u_uu-[

I~
./
I~
L

._.;,,........__J,.L..._..,_....__LJ._..____.&JSI_..__

ITW Buildex S+12 #8 x 1-1/4" x 0.315FD)
corrosion resistant(_¥ibbed bugle screws 2* Minimum Corner Distance —={ F=-
placed 4" o.c. around the perimeter of the — TN Accegtacs No 08,02 (3 ?’
soffit and intermediate wall (Typ) ~ y-)s s

ITW Buildex S-12 #8 x 1-1/4" x 0.316(HD)
corrosion resistanf_ jribbed bugle screws
[ placed 4" 0.c. around the perimeter of the
‘ | soffit and intermediate wall.

CertainTeed
Fiher Cement Soffit

10842 S.W. 120 Placa

7 \\""‘h Jose' D, Ullran PE. REVISION] DATE By DESCRIPTION
i Ree & 16543 c |os2e002] RA |BCCO 7/31/2002 REVIEW

~ . D [o4/01/08] NJS | Rev, 2007 FBC

~ 1.
DETAIL A 3-5/8" x 1-3/8" ¥ .031"
20 Gage Steel Studs ety Conir”
c@ﬂﬁﬁiﬂl‘:ﬁﬁgm .

nie: FIBER CEMENT SOFFIT INSTALLATION DETAILS
STEEL STUD CONSTRUCTION

. Génaral Notes

PATE 01724102 PRANSYB . SHAW

1. Studs receiving Fiber Cement Soffit shall be checked for structural adequacy (By Others) SHEET: o OF g |DRAWKG NUNGER

SEAE NONE 10SBC00164B0006-C
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SEE DETAIL A

\—2 X 6 Wood Studs

" ~— CertainTeed Fiber

6d x 2" long galvanized common wire nails
placed 4" o.c. around the perimeter of the
soffit and intermediate wall (Typ)

CertainTeed
Fiber Cement Soffit

General Notes

,—"‘—‘—'\

~

s

~ L

et

DETAIL A

3/4" Minimum
Edge Distance
Nails @ 4" o.c. (Typ.) — -
2" Minimum Corner Distance —=

6d x 2" long galvanized common wire nails
placed 4" o0.c. around the perimeter of the

soffit and intermediate wall.

2 X 6 Wood Studs with a
Specific Gravity of 0.55 or More

1. Studs receiving Fiber Cement Soffit shall be checked for structural adequacy (By Others)

Cement Soffit
SECTION B-B

Eroduct Description

CertainTeed Soffit material is a non»asbestos fiber
Cement product tested in accorgance with ASTM
C-1185 and meeting the requirements of the
Florida Building Code

mﬂ imensions
AT,

.
1

Length Thickness

Design Pressure Rating
Installation on:

12’ 5/16°

Design Pressure:

Ll Wood Studs

-70 PSF

Ingtallation Notes ‘
1. All installation shall be done in conformance with

3.

this Notice of Acceptance, the manufacturer's installation
recommendations and the requirements of the

Florida Building Code.

Wood studs on to which CertainTeed Fiber Cement Soffit will be
installed shall be designed by a Registered Professional
Engineer or Licaensed Architect per the F.B.C. and the
requirements of this N.O.A.

Soffite are to be installed over 2 x 6 wood studs with a specific
gravity of 0.66 or more spaced a maximum of 16” o.c.
CertainTeed Fiber Cement Soffit shall be fastenad with 6d x 2"
long galvanized common wire nails,

. Fasteners shall be placed 4" 0.¢. around the perimeter of the

panel and intermediate walil. All joints shall be over
studs, screws shall have a minimum edge distance of 3/4” and
minimum clearance of 2" from the corners.

Josg' D, Mitranl P.E.
10842 5.W. 129 Place
Wiaml, Florida 33188
Fla. Reg. # PE 10943

DATE BY - DESCRIPTION

REVISION

C josrz0i02| RA [BCCO 7/31/2002 REVIEW

D |o4/01/08| NJS { Rev. 2007 FBC

sid:g Peducds Grovp

wnalogy Center
03 Beldan Road

Jacksosn, Mlchigan 49203

CertainleedB

©2002 CERTAINTEED CORPURATION

e FIBER CEMENT SOFFIT INSTALLATION DETAILS
WOOD 8TUD CONSTRUCTION

PATE: 01/24/02 PRAVNET'B., SHAW
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